
 

ENGINE COMPARTMENT 

 Engine Oil (MFA 15W40) - check 
fluid level 

 Radiator - check fluid level 

 Power Steering Fluid  
        (Dexron II) - check fluid level 

 Belts - check for excessive wear 

 Hoses - check for leaks, cracks or 
signs of aging 

 

INTERIOR CAB  
 Seat Belts - Operational 
 Interior Cab Light 
 Dash Instrument Lights 
 Dash Instruments 
 Fuel level - Diesel fuel at least ¾ 

full 
 Wind Shield Wipers 
 Wind Shield Washers 
 Heater/Defroster 
 Air Horn 
 Electric Horn 
 Radio - Conduct in-house test on 

channels 1 and 2 
 Map Books  (1) 
 Hazardous Materials 

Guidebook 
 X4 Controller Operations Book 
 Insurance Card 
 Gas Card 
 Scene Tape – Under passenger 

seat 
 Auto Chains (Engage) 
 Disc Contacts Tire 
 Chains Retract Completely 

 

EXTERIOR 

 Flood Lights (4) 

 Top Door Operational 

 Fog Lights 

 Warning Lights 

 Compartment Lights 

 Headlights 

 Turn Signals 

 Backup Lights and Alarm 

DRIVER’S SIDE FRONT  

 Electric Cord – 250 ‘  

 Pigtails (5) 

 Junction Box (1) 

 Collapsible Water Hoses - 50 
Foot (3) 

 Mister (1) 

 Flashlights (2) 
 

DRIVER’S SIDE FRONT CONTINUED 

 Cooler w/Bottled Water 

 Spare Water Cases (2) 

 Wheel Chocks (2) 

 Pressure Reducer for Misting 

 Duct Tape 

 Trash Bags 

 Tool Bag 

 Channel Locks 

 Allen Wrenches 

 Utility Knife with Extra Blades 

 Open End Wrenches 

 Crescent Wrenches 

 Screwdriver Set 
 

DRIVER’S SIDE MIDDLE 

 C-Collar Bag (See EMS Checklist) 

 AED (See EMS Checklist)   

 EMS Pack (See EMS Checklist) 

 Oxygen Caddy (See EMS 
Checklist) 

 Tripod Lights (4) 

 Small Mobile Light (Ground 
Light) (1) 

 RIT Pack 
 

DRIVER’S SIDE REAR 

 Electric Rehab Fan 

 Bottle Cart 
 

REAR 

 Air Compressor 
 

PASSENGER REAR 

 Scott Calibration Kit 

 Red Tarp (2) 

 Green Tarp (2) 

 Whip (2) 

 SCUBA Bottle Adapter 

 Traffic Cones (4) 
 

PASSENGER MIDDLE  

 SCBA Bottles (16) – Cylinder Air 
Gauge Reads “FULL” 

 Cascade System Full 
 

PASSENGER FRONT 

 Work Gloves (2 Sets) 

 Ear Protection (2 Sets) 

 Revolve Air 

 X4 Controller – No warning 
lights on 

 Air Hose Reel (250’) 

 Electric Cord Reel (250’) - 
Connected to junction box 

 SCBA Bottles – 60 Minute  (3) - 
Cylinder Air Gauge Reads “FULL” 

 SCBA Bottles – 45 Minute (12) - 
Cylinder Air Gauge Reads “FULL” 

  

RUN GENERATOR & COMPRESSOR  

 Runs OK 

 Top Door Operational 
 

COMMENTS:  
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